Board Administration and Regulatory Coordination Unit

Division 3. Air Resources Board

Chapter 3.6. Periodic Smoke Inspections of Heavy-Duty Diesel-Powered Vehicles

§ 2194. Record Keeping Requirements.

(a) The owner of a vehicle subject to the requirements of this chapter shall record the following information
when performing the smoke opacity testing:

(1) The brand name and model of the opacity meter.

(2) The brand name and model of the strip chart recorder, if an SAE J1243 type smoke meter is employed.

(3) The dates of last calibration of the opacity meter and chart recorder.

(4) The name of the smoke meter operator who conducted the test.

(5) The name and address of the contracted smoke test facility or vehicle repair facility that conducted the test
(if applicable).

(6) The applicable smoke opacity standard for the tested vehicle.

(7) Vehicle identification number, vehicle's engine year, engine make, and engine model, and test date. Fleet
designated vehicle identification numbers are also acceptable.

(8) Theinitial smoke test opacity levels (for three successive test readings).

(9) Anindication of whether the vehicle passed or failed the initial smoke test.

(10) The post-repair test date.

(11) The post-repair smoke test opacity levels (for three successive test readings).

(12) Anindication of whether the vehicle passed or failed the post-repair smoke test.

(13) For vehicles that have failed the smoke test and have been repaired, the vehicle repair information specified

in section 2186(a), Title 13, California Code of Regulations.
NOTE: Authority cited: Sections 39600, 39601 and 43701(a), Health and Safety Code. Reference: Sections 39002, 39003, 39033, 43000,
43018, 43701(a) and 44011.6, Health and Safety Code.
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